
Server and BLE gateway user manual

1 Connect to BLE gateway

1.1 network cable（RJ45）

Directly connect a network cable to the network port (RJ45) at the back of the computer host.

1.2 Power cord

After the power adapter is powered on, insert it into the power port of the BLE gateway. After the BLE
gateway is plugged in, the base station lights red. Note: the power adapter needs to supply 5V voltage.

power adapter

the power adapter is powered on



power port of the BLE gateway

After the power adapter and BLE gateway is powered on, the BLE gateway will light red. As shown in the
figure below:



2 Network configuration of BLE gateway

2.1 Modify IP address of PC

The address of configures the network: 10.41.1.188
The IP address of Cloud server: 47.254.154.190
Port: 8003

Base configures the network. The BLE gateway’s IP address is default “10.41.1.188” in the configuration
mode. Therefore, after connected to the BLE gateway, the computer’s IP address must be configured in the
range of “10.41.1.1-10.41.1.255” except “10.41.1.188”. Such as configured as “10.41.1.14”.
the way of modify the IP address is:

A. Find the computer’s network icons, click the right key of mouse, select “Open Network & Internet

settings” and open it.



B. Click the option “Change adapter options”



C. Select the right network, right click and select the option of “Properties”.

D. Check the option “Internet Protocol Version 4 (TCP/IPv4)”



E. Select the option of “Use the following IP address”, input the IP address and other network

configurations (remember the IP address please), click “OK”.

Default gateway address: 10.41.1.1
IP address: 10.41.1.X (X is the range of 2-255 except 188)



2.2 Network configuration of BLE gateway

A. BLE gateway lights blue after in the network parameter configuration mode by pressing and holding the

reset key for more than 3 seconds.

B. Open the browser, and input 10.41.1.188 to the address bar , then will entry the interface of network

parameter configuration .

Server configuration:
IP : 47.254.154.190



Port: 8003
User: admin. Customizable input as needed
Password: admin. Customizable input as needed

Click the “OK” button to finish the setting.

Local configuration:
DHCP: DHCP
IP: 00.00.00.00
GetWay: 47.254.154.1
Mask: 255.255.255.1
MAC: The MAC address of the base station that is automatically obtained，does not change by default.

Please note down the MAC address for future use when adding base stations in the cloud platform.
other option don’t need set.
Click the “OK” button to finish the setting.



C. After the network configuration finished, pressing the key to reset the BLE gateway, the BLE gateway

will light red again.



D. At last, reconnect the network to the base. The base will light green when login up to cloud platform.

Then you can connect to cloud platform: http://iot.seekink.com/cloudPlatform .

http://iot.seekink.com/cloudPlatform
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