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T116D E-PAPER SIGN
SETTING GUIDELINE VIA WiFi COMMUNICATION

Revision history：

VERSION Description Date

V1.0 Initial version 2023-08-01

V1.1 Added BUTTON description 2023-09-12
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Ⅰ. BRIEF INTRODUCTION OF HARDWARE

1. BUTTON

1.1 Pressing LEFT button to see device status

1 second pressing triggers indicator lights as below:

RED：disconnected

GREEN：connecting

BLUE：connected with server

YELLOW：AP hotspot setting mode

10 seconds pressing triggers display updating to pop up MAC address.

1.2 Pressing RIGHT button to see multi-color indicators which can be defined to

specific application.

2. HOWTO CHANGE CONTENT ON DISPLAY

Please refer to user manual of SEEKINK DEMO platform.

3. HOWTO CHARGE THE DEVICE

USB C charging is suggested when device battery is less than 30%. Indicator
turns to RED while charging and turns off when fully charged.
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Ⅱ. NETWORK CONFIGURATION

1. Connect with AP hotpot

1.1 Access to setup mode：

Press left button for 10 seconds until red indicator is flashing and display is updating
to present MAC address. Now device is accessible to AP hotspot connectivity. If
NONE setting is operated, device would quit setup mode.

1.2 Connect with device AP hotspot (Smart phone)

While setting up mode, use smart phone to connect device AP hotspot.

AP hotspot: XT_DA16200_XXXX （XXXX is same as last 4 characters of device MAC
address）

Password: 1234567890
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2. How to configure network by smart phone

2.1 Login configuration page on smart phone

Open Google browser and login web page by link http://10.0.0.1

Sever Type: MQTT
Sever IP: 47.254.154.190 (This is SEEKINK server.)
Sever Port: 1883
User/Password/KeepALIVE s/ClientID are default, nothing should be changed.

Local set is DHCP.

WiFi set
SSID is your office wifi name.
KEY is wifi password.

Please do remember to click SET after all is done.
At the end, please click RESET.

亿图脑图MindMaster.lnk
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2.2 Login SEEKINK demo platform by smart phone
2.2.1 Open Google browser and login web page by link
http://47.254.154.190/cloudPlatform

Please contact our personnel for account ID and password.

2.2.2 Add devices to platform, select ‘Label’.

http://47.254.154.190/cloudPlatform
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2.2.3 Insert label Mac address to search the device, no requiring of colons.

2.2.4 Now the device has been added, slide from left to right can show more label
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information, as well as its status as ‘online’.

2.2.5 Click ‘Refresh Picture’, you could upload images from your phone album and
send to device by clicking ‘confirm’.
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3. How to configure network by PC

3.0 Connect with device AP hotspot (PC)

While setting up mode, use PC to connect device AP hotspot.

AP hotspot: XT_DA16200_XXXX （XXXX is same as last 4 characters of device MAC
address）

Password: 1234567890

3.1 Login configuration page on PC

Open Google browser and login web page by link http://10.0.0.1

Sever Type: MQTT
Sever IP: 47.254.154.190 (This is SEEKINK server.)
Sever Port: 1883
User/Password/KeepALIVE s/ClientID are default, nothing should be changed.

Local set is DHCP.

WiFi set
SSID is your office wifi name.
KEY is wifi password.

Please do remember to click SET after all is done.
At the end, please click RESET.

亿图脑图MindMaster.lnk
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3.2 Login SEEKINK demo platform by PC
3.2.1 Open Google browser and login web page by link
http://47.254.154.190/cloudPlatform

Please contact our personnel for account ID and password.

3.2.2 Add devices to platform, select ‘Label’. Insert label Mac address to add the
device, no requiring of colons.

3.2.3 Now the device has been added, slide from left to right can show more label

http://47.254.154.190/cloudPlatform
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information, as well as its status as ‘online’.
Click ‘Refresh Picture’, you could upload images from your PC and send to device by
clicking ‘confirm’.
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